
DRAWN BY

APPROVED

PUBLIC WORKS OFFICER

CHECKED BY

SUPERVISOR

P.W. DWG. NO. DEPARTMENT OF THE NAVY            NAVAL FACILITIES ENGINEERING COMMAND

PROJ. NO.
HQMC

SIZE

SCALE

DATE CODE IDENT. NO.

F
N A V F A C DRAWING NO.

CONSTR. CONTR. NO.

SHEET OF

PANAMA CITY, FLORIDA

766 MIDDLE ST., FAIRHOPE, AL  36532  251-990-5778

ARCH. & ENGR. SEAL

PANAMA CITY JOINT OUTPATIENT CLINIC

NAVAL SUPPORT ACTIVITY
NATURAL RESOURCES & ENVIRONMENTAL AFFAIRS

FIRE DEPARTMENT

SAFETY DEPARTMENT

PUBLIC WORKS SUPERVISOR

T.0.# ____ SHEETMACC.

APRIL 6, 2012

NAVAL GULF COAST HEALTH CARE

IF SHEET IS LESS THAN (30"x42") IT IS
A REDUCED PRINT; SCALE ACCORDINGLY

SATISFACTORY
TO DATE

SATISFACTORY
TO DATE

SATISFACTORY
TO DATE

SATISFACTORY
TO DATE

FINAL SUBMISSION

DESIGN/BUILD

WINDOW SCHEDULE

AS NOTED

RWC

WWB

BC

N/A

32

F ORI DA

C
E

No. 29795

BES
DESIGN/BUILD

LLCR
T

I F
I CAT E OF A UT HORIZ

A
T

IO
N

L

29'-0"

13'-6"

4'-1 1/2"

2'
-8

"

2
A-602

3" X 1" ALUM FRAME 2" AIR FOIL BLADES

LOUVER A ONE REQUIRED

LOUVER B TWO REQUIRED

LOUVER C 6 REQUIRED

2'-8" 1 1/8"

3"

3 7/8"

6"

3" X 1 ALUM FRAME

30 DEGREE EXTRUDED ALUM.  AIR FOIL BLADES

STAINLESS STEEL 5/8" DIA BOLTS

1/2" STAINLESS STL PLATE AT EACH FRAME
PAINT PLATE BEFORE BOLTING LOUVER

ALUM PLATE WELD
TO STL. ANGLE

SEALANT

SEE SCHEDULE
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AWNING

FIXED
SPANDRAL GLASS

AWNING

FIXED

FIXED FIXED

FIXED

2" X 4" ALUM
FRAME

WINDOW  EL. -A WINDOW  EL. - B WINDOW  EL. - C WINDOW  EL. - D WINDOW  EL. - E

ALL WINDOWS SHALL MEET THE FOLLOWING:

1.! STANDARD 10 OF UFC 4-010-01 (JAN 22 07).
2.! WIND LOADING OF 140 MPH
3.! ENERGY STAR RATING

ALUM LOUVER  EL. - F
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OBSURE TEMPERED
GLASS HOLLOW METAL

FRAMES

OBSCURE TEMPERED
GLASS

HOLLOW METAL
FRAMES

INSUL. HOLLOW METAL
EXTERIOR
WOOD INTERIOR

EL.  A EL. B FRAME 1 FRAME 2

STORE FRONT EL. 1 STORE FRONT EL. 3STORE FRONT EL. 2

ALL DOORS AND STOREFRONT SHALL MEET THE FOLLOWING:

1.! STANDARD 10 OF UFC 4-010-01 (JAN 22 07).
2.! WIND LOADING OF 140 MPH
3.! ENERGY STAR RATING
4. ! FINISH FOR INTERIOR WOOD DOORS SHALL
! BE LOW VOC CLEAR STAIN SEALER. THREE COATS
5.! FINISH FOR EXTERIOR HOLLOW METAL DOORS
! SHALL BE SATIN ENAMEL - THREE COATS.

4"

5 X 5 X  1/4" ALUM.
CLIP ANGLE

140 MPH RATED ALUM. LOUVER
SEE  M-011

ALUM. FLASHING
REUTRN UP WALL 8"

ALUM. BIRD SCREEN

SEALANT

STEEL ANGLE SEE STRUCTURAL
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5 X 5  ALUM
CLIP ANGLE

BRICK SILL- PROVIDE
SOLID BRICK AT ENDS

PRE-FINISHED METAL SILL FLASHING, TURN
UP BEHIND FRAME AND SIDES OF FRAME

& SEAL INSIDE CORNERS, SET IN
CONTINUOUS SEALANT BED

BACKER ROD AND SEALANT

FLUID-APPLIED AIR MOISTURE BARRIER
EXTERIOR SHEATHING

6" GALVANIZED METAL FRAMING

SELF-ADHERED MEMBRANE FLASHING

2 WEEPS

SEALANT

BRICK SILL
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2 SUN LOUVER
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3 WINDOW ELEVATIONS
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4 DOOR, FRAME, STOREFRONT TYPES
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5 LOUVER HEAD DETAIL
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6 LOUVER SILL DETAIL
A-602

0 3'' 6'' 9''

SCALE: 3"       =    1'-0"

7 LOUVER JAMB DETAIL
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